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DEMO ACADEMIC BUILDING -

THIRD FLOOR PLAN
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KEYED DEMOLITION NOTES: 

1.  REMOVE EXISTING STAIR FOUNDATIONS AS

NECESSARY FOR NEW CONSTRUCTION ABOVE.

2.     REMOVE EXISTING GREENHOUSE FOUNDATION

AS NECESSARY FOR NEW CONSTRUCTION

ABOVE.

3.  REMOVE EXISTING WALL. REF NEW

CONSTRUCTION PLANS FOR SPECIFIC

RENOVATION WORK REQUIREMENTS.

4.  REMOVE EXISTING GREENHOUSE.

5.     REMOVE EXIST BRICK AND STONEWORK AS

REQUIRED TO ALLOW FOR NEW OPENING.

SALVAGE EXIST BRICK AND STONE FOR REUSE

IN NEW CONSTRUCTION.  REBUILD MASONRY

BRICK AND STONEWORK OPENINGS TO BE

TOOTHED-IN, TYP.

6.  REMOVE ALL EXISTING HARDSCAPE. REF NEW

CONSTRUCTION PLANS FOR SPECIFIC

RENOVATION WORK REQUIREMENTS.

7.  APPROXIMATE AREA OF EXCAVATION . REF NEW

CONSTRUCTION PLANS FOR SPECIFIC NEW

WORK REQUIREMENTS.

8.  REMOVE EXISTING WINDOW AND MASONRY

BELOW. SALVAGE EXIST BRICK AND STONE FOR

REUSE IN NEW CONSTRUCTION. PREP

MASONRY OPENING TO ALLOW FOR NEW DOOR.

REF NEW WORK DRAWINGS, TYP.

9.  REMOVE EXIST DOOR. PREP MASONRY

OPENING TO ALLOW FOR NEW WINDOW. REF

NEW WORK DRAWINGS, TYP.

10.   APPROXIMATE AREA OF EXISTING  FLOOR TO BE

REMOVED.  REF. NEW CONSTRUCTION PLANS

FOR SPECIFIC RENOVATION WORK

REQUIREMENTS.

11.   REMOVE EXISTING INTERIOR DOOR AND DOOR

FRAME.  SALVAGE FOR OWNER'S USE, STORE

ON-SITE AS DIRECTED.  PREP WALL OPENING

TO RECEIVE NEW DOOR AND FRAME.

12.  REMOVE EXISTING DOOR. PREP MASONRY

OPENING TO ALLOW FOR NEW DOOR. REF NEW

WORK DRAWINGS, TYP.

13.  REMOVE EXISTING STAIR TO ALLOW FOR NEW

WORK. REF NEW WORK DRAWINGS, TYP.

14.  NOT USED

15.   REMOVE EXISTING WINDOW AND BRICK AS

REQUIRED TO ALLOW FOR NEW OPENING.

SALVAGE EXIST BRICK FOR REUSE IN NEW

CONSTRUCTION.  REBUILD MASONRY BRICK

OPENINGS TO BE TOOTHED-IN, TYP.

16.  REMOVE EXIST INTERIOR WALL AS NECESSARY

FOR NEW WORK. REBUILD MASONRY BRICK

OPENINGS TO BE TOOTHED-IN, TYP.

17.  REMOVE EXISTING WINDOW AND FRAME. PREP

WALL OPENING TO RECEIVE NEW WINDOW AND

FRAME.

18.  REMOVE EXISTING DOOR. REBUILD MASONRY

BRICK AND STONEWORK OPENING TO BE

TOOTHED-IN, TYP.

19.  REMOVE EXISTING WINDOW  AND MASONRY  AS

REQUIRED FOR NEW WORK. SALVAGE EXIST

BRICK AND STONE FOR REUSE IN NEW

CONSTRUCTION. PREP MASONRY OPENING TO

ALLOW FOR NEW LARGER WINDOW. REF NEW

WORK DRAWINGS, TYP.

20.  REMOVE EXISTING WINDOW AS REQUIRED TO

ALLOW FOR NEW WORK.  PREP MASONRY

OPENING TO ALLOW FOR MASONRY INFILL . REF.

NEW WORK DRAWINGS, TYP.

21.  REMOVE  EXISTING STAIRS AND RAILINGS.

SALVAGE STONE AND RAILINGS FOR USE IN

NEW CONSTRUCTION.

22.  PATCH, REPAIR AND REPLACE DAMAGED

ROOFING SLATES.

LEGEND

LIMITS OF WORK

PROPERTY LINE

EXISTING TO REMAIN

LINE OF ROOF ABOVE

WALL OR EQUIPMENT TO

BE REMOVED, U.O.N.

DEFINED AREA OF

DEMOLITION

EXTENT OF DEMOLITION SHOWN AND

DIMENSIONS PROVIDED ARE APPROXIMATE.

CONTRACTOR TO REVIEW FIELD CONDITIONS

AND COORDINATE DEMOLITION WORK WITH NEW

CONSTRUCTION PLANS, INCLUDING

ARCHITECTURAL, CIVIL, STRUCTURAL,

MECHANICAL, ELECTRICAL AND PLUMBING.
SCALE: 1/8"   =    1'-0"
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